Xi5
FRESHWATER

FINE TUNE
YOUR MOTOR SKILLS.

MotorGuide

CONTROL FROM ANYWHERE

WIRELESS OUT OF THE BOX
with wireless foot pedal and GPS hand-held remote control included.

PINPOINT® GPS SYSTEM
MOST ACCURATE GPS PERIOD
MotorGuide’s Pinpoint® GPS anchoring is 3x as precise as our competitors’ best GPS anchoring technology.

TOUGH AND UNBREAKABLE
COMPOSITE SHAFT
built to withstand a beating from submerged rocks and stumps without giving in. Backed by a lifetime warranty.
ENGINEERED FOR ANGLERS

Xi5 marks a key milestone in our history. It is the culmination of a renewed focus and significant R&D investment, to design, engineer, and manufacture these best-in-class trolling motors. We’ve made Xi5 stealthy quiet and super responsive. You’ll also see thoughtful details that make it safer and easier to use.

Xi5 is designed to exceed the expectations of today’s discriminating angler. It’s engineered to be reliable every day and is durable over the long haul. Xi5 includes wireless capability out of the box, allowing anglers to command a precise motor and have full steering control from anywhere on the boat. Pinpoint® GPS allows you to focus on fishing while taking advantage of GPS functions like anchor, heading lock, route record and more. Additionally, the built-in 83/200 kHz sonar transducer in the nose of the lower unit for clear views of what is below.

X15 WIRELESS FRESHWATER SPECIFICATIONS

<table>
<thead>
<tr>
<th>MODEL</th>
<th>PART NUMBER</th>
<th>PEAK THRUST</th>
<th>SHAFT LENGTH</th>
<th>MAX AMP DRAW</th>
<th>VOLTS</th>
</tr>
</thead>
<tbody>
<tr>
<td>Xi5-55FW 48” GPS 2D SNR</td>
<td>940800211</td>
<td>55</td>
<td>48”</td>
<td>52</td>
<td>12</td>
</tr>
<tr>
<td>Xi5-55FW 54” GPS 2D SNR</td>
<td>940800220</td>
<td>55</td>
<td>54”</td>
<td>52</td>
<td>12</td>
</tr>
<tr>
<td>Xi5-80FW 45” GPS 2D SNR</td>
<td>940800270</td>
<td>80</td>
<td>45”</td>
<td>56</td>
<td>24</td>
</tr>
<tr>
<td>Xi5-80FW 54” GPS 2D SNR</td>
<td>940800230</td>
<td>80</td>
<td>54”</td>
<td>56</td>
<td>24</td>
</tr>
<tr>
<td>Xi5-80FW 60” GPS 2D SNR</td>
<td>940800240</td>
<td>80</td>
<td>60”</td>
<td>56</td>
<td>24</td>
</tr>
<tr>
<td>Xi5-80FW 72” GPS 2D SNR</td>
<td>940800350</td>
<td>80</td>
<td>72”</td>
<td>56</td>
<td>24</td>
</tr>
<tr>
<td>Xi5-105FW 48” GPS 2D SNR</td>
<td>940800280</td>
<td>105</td>
<td>48”</td>
<td>41</td>
<td>36</td>
</tr>
<tr>
<td>Xi5-105FW 54” GPS 2D SNR</td>
<td>940800250</td>
<td>105</td>
<td>54”</td>
<td>41</td>
<td>36</td>
</tr>
<tr>
<td>Xi5-105FW 60” GPS 2D SNR</td>
<td>940800260</td>
<td>105</td>
<td>60”</td>
<td>41</td>
<td>36</td>
</tr>
<tr>
<td>Xi5-105FW 72” GPS 2D SNR</td>
<td>940800360</td>
<td>105</td>
<td>72”</td>
<td>41</td>
<td>36</td>
</tr>
</tbody>
</table>

ADDITIONAL FEATURES

- Composite shaft material
- Digital variable speed Controls
- Pinpoint® GPS remote
- Quietest motor on the market
- 3-blade machete propeller
- Battery meter
- Wireless foot pedal
- Chartplotter Integration compatible
- 2D universal sonar

CHARTPLOTTER INTEGRATION

Add complete control by connecting your compatible Lowrance, Simrad or Mercury VesselView dashboard display through NMEA 2000 and a Pinpoint® GPS Gateway Cable.